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Prifverfahren
PCUS 11 Low-Frequency Filter Module
PCUS 11 Type Ne : DUSKO03*
Module Ne : FUSKO6N
Filter Frequencies
Filter 1 Filter 2 Filter 3 Filter 4
Characteristics (Bessel) (Bessel) (Bessel) (Bessel)
BP 6. Ord. BP 6. Ord. BP 6. Ord. BP 6. Ord.
Center Frequency 100kHz 200kHz 450kHz 1MHz
Tolerance (5%) 95 — 105kHz 190 — 210kHz 427.5 — 472.5kHz 0.95 - 1.05MHz
-3dB Bandwidth 150% (150kHz) 150% (300kHz) 150% (675kHz) 150% (1.5MHz)
Tolerance +10% 135 — 165kHz 280 — 320kHz 630 — 720kHz 1.35 — 1.65MHz
Range Limits 50 — 200kHz 100 — 400kHz 225 — 900kHz 0.5 - 2.0MHz
Filter Module S00011 LF-UT
X [ 1] o
0 — | —100kHz ||
X /7 ‘ | ——200kHz | |
; / 450kHz
-6 // 7] \\ \ T 1.0MHz [
o / .
. [ / \ N
g /[ / VA
2 / \
£ 18
E / \
R A W)
_ / 1/ NN
27 / \ \
o/ \ L
-33 —
A | N\ I
o/ il AN |
1.000E+04 1.000E+05 1.000E+06 1.000E+07

Frequency (Hz)

PCUS 11 S0001-LF, February 2001
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This document contains information proprietary to QUALITY NETWORK INC,; it is submitted in
confidence and is to be used solely for the purpose for which it is furnished and returned upon request.
This document and such information is not to be reproduced, transmitted, disclosed, or used otherwise in
whole or in part without the written authorization of QUALITY NETWORK, INC.




